Executive Order G-70-183-AA

Healy/Franklin Electric VP-1000 Vapor Pump with the Healy Model 600
Vapor Recovery Nozzle (Healy/Franklin System) Phase Il Vacuum Assist
Vapor Recovery System Equipment List

**(See E. O. for specifics)**
All system components are to be installed in accordance with manufacturers’
instructions, and all applicable E.O.'s.

Component Manufacturer/Model Identification Number

Nozzles
Model 600 (with vapor valve)

Vapor Pumps (Collection Unit)
Healy/Franklin Electric Model VP-1000 Vapor Pump

Inverted Coaxial
Healy Model 75 Series (3/4" 1. D.)
Healy Model 88 Series (7/8" 1. D.)

Hose Adapters
Model CX6-A
CX6-VV1A
CX6-VV2A
CX6-VV3A
CX6-TCSVVA
CX6-DWVVA
CX6-GA
CX6-DA
CX6-UA
Note: The "A" indicates that no valve is provided in the fitting because
the vapor valve is integrated into the nozzle.

Non “A” version hose adapters are also approved for use with this
system.

Healy Systems Dispenser Vapor Retrofit Kits (Converts non-vapor ready
dispensers to vapor ready)

Z008 (standard low profile dual hose dispensers)

Z009 (standard low profile single hose dispensers)

Z044 (high profile six hose dispensers)

Z046 (high profile four hose dispensers

Z047 (high profile uni (two) hose dispensers)

OR Any dispenser manufacturer's vapor kit that converts a non vapor ready
dispenser to balance vapor ready.



Breakaway Couplings

Healy Model 8701VV
Model 8701 which has been upgraded with a Healy
Model 715V (vapor valve kit) and labeled as such.

Flow Control Units
Healy Model 1301 or 1302

Pressure/Vacuum Valves(settings as specified below)

(Only threaded on accepted in Arizona)

OPW 523LP & 523LPS

Hazlett H-PVB-1 Gold label

Morrison Brothers 749CRB0600 AV

Husky 4620

OPW 523V

EBW 802-308 & 802-309

OR Any CARB-certified valve with the following pressure and vacuum settings, in inches
water column (wc):

Pressure: three plus or minus one-half inches (3.0 +/- 0.5") water column.
Vacuum: eight plus or minus two inches (8 +/- 2") water column.

Phase | Product Adaptors
Bravo B-70 B Swivel
OPW 61SA-1000 Rotatable
633LC Lock Clamp
CNI Locking Clamp, Part # 613BC
OR Any CARB-certified device which prevents loosening or overtightening of the Phase |
product adaptor.
(Note: Adaptors which can not be prevented from loosening or overtightening
may only be used until December 31, 2003.)

Phase | Vapor Adaptors

CNI Locking Clamp, Part # 611DB4AC

Bravo Swivel Vapor Adapter, B-75

OPW 633LC Lock Clamp

OR Any CARB-certified device which prevents loosening or overtightening of the Phase |
vapor adaptor

(Note: Adaptors which can not be prevented from loosening or overtightening
may only be used until July 1, 2004.)



